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DC-SPD65 DC-SPD150
Rated Voltage 65VDC 150VDC

Surge Current I(max) 120K Amps
Response Time <2ns

Enclosure Material Hi-Impact Polycarbonate
Enclosure Rating NEMA 4X Indoor and Outdoor Rated

Connections MC4 Standard

Modes of Protection DC+ - DC-, DC+ - GND, DC- - GND

Specifications

US Solar MountsUS Solar Mounts
DC SPDDC SPD Surge Protection DevicesSurge Protection Devices

Equipment powered by solar energy can still be 
vulnerable to electrical surges and lightning.         
US Solar Mounts is proud to be the first in the 
industry to offer high-speed surge protection for 
off-grid solar aerators. Our high-speed DC Surge 
Protection Devices provide robust and reliable 
defense against transient voltage spikes, enhanc-
ing the longevity and performance of your solar 
aeration system.   Combined with proper grounding 
and bonding, the DC-SPD protects your investment 
with the ultimate in surge protection technology. 

           Features:

•  Ultra-Fast Response Time, <2ns
• LED Status Indicator
• Protects against:
  Transient Voltage Spikes
  Lightning Strikes 
  CME Events
•  30 Amp Continuous Current
• Replaceable Surge Module
•  Easy to connect MC4 Solar Connectors
•  Protects from Positive and Negative Surges
• Multi-Stage Protection Circuitry
• Circuit Breaker Protection
• 2-String Combiner
• MOV and GDT technology
• NEMA 4X IP66 Outdoor rated enclosure
• Stainless Steel Locking Latches
•  Made in USA

The DC-SPD series from US Solar Mounts has been 
engineered specifically to protect solar aeration 
equipment operating at various low-voltages. 

The DC-SPD is compatible with all new or existing 
SD-Series Solar Aerators.

PURPOSE-BUILT SOLUTION

If you need some help, we’ve got you covered.  Product 
selection, system design and technical help are just a 
phone call away.  Our Technical Support is 100% 
US-Based and in-house. 

WARRANTY & SUPPORT


